
Аккумулятор (LiFePO4)

Pile rechargeable
（LiFePO4）

Max 210 Lumens

Fenix PD22 is a small-footprint flashlight with wide-ranging 

functionality. Four brightness levels and two flashing modes, 

along with a side mode switch, provide total lighting control. 

Compact, lightweight and waterproof to IPX-8 standard, 

PD22 is an excellent choice for your outdoor illumination or 

every day carry.
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◎ Cree XP-G2 (R5) LED with a lifespan of 50,000 hours
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照明模式
ANSI/NEMA  FL1

◎使用Cree XP-G2 (R5) LED，寿命50000小时

Макс.210 люмен 

Чехол, ремешок на руку, клипса, запасное уплотнительное кольцо
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IPX-8, погружение до 2 м

210 ЛЮМЕН 105 ЛЮМЕН

2ч 5ч 

ANSI/NEMA  FL1

Светодиод CREE XP-G2 (R5), ресурс 50.000 часов

Max 210 Lumens
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IPX-8，2m en immersion
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ACCESSOIRES

◎ Cree XP-G2 (R5) LED d' une durée de vie de 50.000 heures
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Modalità Generale

Laccetto, custodia, O-ring e clip

◎ Led Cree XP-G2 (R5) con durata di 50,000 ore 
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WASSERDI-
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Cree XP-G2 (R5 ) LED mit einer Lebensdauer von 

50000 Stunden

We kindly suggest that you register your  on the official 

website of Fenixlight Limited( . . ). You’ll receive 

an extra six months of warranty coverage once you have 

successfully registered. By participating in an optional customer 

survey, you are entered in a drawing for free Fenix products.
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Lithium-Batterie

Li-ion Akku

Akku(LiFePO )4

Lösen Sie die Endkappe und stecken Sie die Batterien mit dem 

Pluspol vorwärts zum Lampenkopf in die Lampe. Schrauben Sie 

den Endkappenschalter wieder fest zu.

CR123A

Pile

Turning on/off

Press the tail cap switch lightly to activate the flashlight 

momentarily. Press the tail cap switch completely to turn on 

the flashlight and lock it. Another press can turn it off.

Mode selection

A single press on the side mode switch button can select in 

the cycle of Turbo→Low→Mid→High brightness level;

Press and hold the side mode switch button for about one 

second to enter into the Strobe.

Press and hold the side mode switch button for about three 

seconds to enter into the SOS.

Under the condition of Strobe or SOS, a single press on the 

side mode switch button can return to the general mode.

The flashlight will remember the last used general mode (it 

will not remember any flashing modes). So next time you 

turn on the flashlight, it will light up at the last used general 

mode.

Produkt Garantie
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